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SFC- Background
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Service Function Path Control Plane Architecture

+-------------+  
| SF Client   |
+------+------+

| M1: interface to clients
+-------------------------------+---------------------------------------+
|SFC Management, compute, and control  components                       |
|                                                                       |
+---------+--------------------------+------------------------------+---+        

C1                         |C2 |F2
+------|--------------------------|---------------------------+  | 
|      |                          |                           |  |
|      |              +-----------+-------------+             |  |
|      |              |           |             |             |  |
| +----+--- --+       |           |             |             |  |
| |   SFC     |     +----+      +-|--+        +----+          |  |
| |Classifier |---->|SFF |----->|SFF |------->|SFF |          |  |
| |   Node    |<----|    |<-----|    |<-------|    |          |  |
| +-----------+     +----+      +----+        +----+          |  |
|                     |           |              |            |  |
|                     |        ------- |            |  |
|                     |       |       |     +-----------+ F1  |  |
|                     V     +----+ +----+   | SF  Proxy |-----+  |  
|                           | SF | |SF  |   +-----------+     |  |
|                           +-+--+ +-+--+                     |  |
|                             |F     |F                       |  |
|  SFC Data Plane Components  +------+------------------------+--+  
|                                                             |
|-------------------------------------------------------------+

Filters



Dynamic SFC Steering Policies via I2RS



Filter Policies for Traffic Steering: 
ingress port specific

Matching Forwarding Next Hop

IPv6 flow label=xx forward SF-b

IP ID (RFC6864) drop

Source MAC=xxx forward SF-a, SF-c

VLAN=xx Forward
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Service Function Instances Discovery



Question?


