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Background	
  
•  Accepted	
  as	
  WG	
  draT	
  aTer	
  IETF	
  81	
  
•  Two	
  updates	
  to	
  the	
  draT	
  addressed	
  comments	
  that	
  
were	
  made	
  during	
  the	
  poll	
  and	
  aTer	
  

•  Addresses	
  the	
  following	
  topics	
  
–  ProtecWon	
  of	
  paths	
  that	
  have	
  a	
  single	
  ingress	
  and	
  single	
  
egress	
  point	
  relaWve	
  to	
  ring	
  

–  ProtecWon	
  of	
  paths	
  that	
  have	
  a	
  single	
  ingress	
  and	
  mulWple	
  
egress	
  points	
  relaWve	
  to	
  ring	
  

•  Demonstrates	
  that	
  Linear	
  ProtecWon	
  (as	
  defined	
  in	
  
RFC6378)	
  may	
  be	
  used	
  to	
  support	
  the	
  protecWon	
  
scenarios	
  

•  Interconnected	
  rings	
  stated	
  to	
  be	
  out	
  of	
  scope,	
  other	
  
documents	
  address	
  the	
  issues	
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Conclusion	
  

•  DraT	
  is	
  stable	
  
•  IntenWon	
  is	
  to	
  be	
  InformaWonal	
  Applicability	
  
Statement	
  –	
  as	
  stated	
  in	
  Wtle	
  

•  Does	
  not	
  preclude	
  any	
  other	
  soluWon	
  –	
  merely	
  
proposes	
  that	
  may	
  need	
  to	
  present	
  case	
  for	
  
the	
  necessity.	
  

•  Request	
  WG	
  Last	
  Call	
  and	
  publicaWon	
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