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History/Requirements 
l  Motivated by HOMENET Routing Requirement for auto-

configuration. 
l  Similar to past work – e.g., expired draft draft-dimitri-

zospf-00.txt draft. 
l  Presented in HOMENET WG in Taipei at IETF 84.  
l  Presented in OSPF WG in Paris at IETF 83.  
l  Updated based on comments  
l  Now asking to make WG document  
l  Current Version: https://datatracker.ietf.org/doc/draft-

acee-ospf-ospfv3-autoconfig 

 



l  Removed requirement to use a separate 
instance ID since we now recommend that 
implementations provide an option to 
configure the a single key.  

l  Added IPv4 topology instance ID 
recommendation (RFC 5838)  

l  Added text on pacing refresh of received self-
originated LSAs since OSPF Router-ID 
collision is possible. 

Changes from IETF 83 
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l  Added text indicating implementation should 
not mistake two interfaces on the same 
physical network as a duplicate Router ID.  

l  Some editorial changes.   
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l  OSPFv3 autoconfiguration started several 
times before in other WGs. Time to bring it 
home and finish it.  

l  HOMENET WG Requirement – Protocol not 
specified yet but this takes us one step 
closer. 

l  Provides framework for other drafts. 
l  Two experimental implementations.  
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