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Update	
  Since	
  IETF86	
  

•  Add	
  some	
  scenarios	
  
–  Mul/cast	
  traffic	
  in	
  a	
  Virtual	
  Network	
  Overlay	
  
–  	
  Virtual	
  network	
  zoning,	
  allow	
  placing	
  policy	
  and	
  
firewall	
  between	
  zones.	
  

– DC	
  Webhost	
  applica/ons	
  for	
  one	
  customer	
  	
  

•  Add	
  Vinay	
  and	
  Ramki	
  as	
  contributors	
  
•  Align	
  the	
  terms	
  with	
  the	
  framework	
  

document	
  
•  Edi/ng	
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Network	
  Zones	
  in	
  DC	
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Internet	
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  IPS,	
  IDS)	
  

•  A	
  Tenant	
  Network	
  may	
  be	
  
constructed	
  with	
  mul/ple	
  Zones	
  
–  Overlay	
  Virtual	
  Network	
  may	
  be	
  used	
  to	
  

provide	
  the	
  connec/vity	
  among	
  the	
  
hosts	
  in	
  a	
  zone	
  

•  DeMilitarized	
  Zone	
  (DMZ)	
  provides	
  
services	
  to	
  the	
  interconnected	
  zones	
  
–  Also	
  refer	
  to	
  as	
  Perimeter	
  Network	
  
–  Services	
  in	
  DMZ	
  may	
  include	
  FW,	
  IPS,	
  

IDS,	
  LB,	
  NAT,	
  etc	
  
	
  



Next	
  Step	
  

•  Comment	
  and	
  sugges/on?	
  
•  Should	
  the	
  WG	
  make	
  WGLC?	
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