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Note	
  Well	
  
	
  Any	
  submission	
  to	
  the	
  IETF	
  intended	
  by	
  the	
  Contributor	
  for	
  publica(on	
  as	
  all	
  or	
  part	
  of	
  an	
  IETF	
  Internet-­‐DraL	
  or	
  

RFC	
  and	
  any	
  statement	
  made	
  within	
  the	
  context	
  of	
  an	
  IETF	
  ac(vity	
  is	
  considered	
  an	
  "IETF	
  Contribu(on".	
  Such	
  
statements	
  include	
  oral	
  statements	
  in	
  IETF	
  sessions,	
  as	
  well	
  as	
  wriRen	
  and	
  electronic	
  communica(ons	
  made	
  at	
  
any	
  (me	
  or	
  place,	
  which	
  are	
  addressed	
  to:	
  

•	
  The	
  IETF	
  plenary	
  session	
  
•	
  The	
  IESG,	
  or	
  any	
  member	
  thereof	
  on	
  behalf	
  of	
  the	
  IESG	
  
•	
  Any	
  IETF	
  mailing	
  list,	
  including	
  the	
  IETF	
  list	
  itself,	
  any	
  working	
  group	
  or	
  design	
  team	
  list,	
  or	
  any	
  other	
  list	
  

	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  func(oning	
  under	
  IETF	
  auspices	
  
•	
  Any	
  IETF	
  working	
  group	
  or	
  por(on	
  thereof	
  
•	
  Any	
  Birds	
  of	
  a	
  Feather	
  (BOF)	
  session	
  
•	
  The	
  IAB	
  or	
  any	
  member	
  thereof	
  on	
  behalf	
  of	
  the	
  IAB	
  
•	
  The	
  RFC	
  Editor	
  or	
  the	
  Internet-­‐DraLs	
  func(on	
  
•	
  All	
  IETF	
  Contribu(ons	
  are	
  subject	
  to	
  the	
  rules	
  of	
  RFC	
  5378	
  and	
  RFC	
  3979	
  (updated	
  by	
  RFC	
  4879).	
  

	
  
Statements	
  made	
  outside	
  of	
  an	
  IETF	
  session,	
  mailing	
  list	
  or	
  other	
  func(on,	
  that	
  are	
  clearly	
  not	
  intended	
  to	
  be	
  
input	
  to	
  an	
  IETF	
  ac(vity,	
  group	
  or	
  func(on,	
  are	
  not	
  IETF	
  Contribu(ons	
  in	
  the	
  context	
  of	
  this	
  no(ce.	
  Please	
  	
  
consult	
  RFC	
  5378	
  and	
  RFC	
  3979	
  for	
  details.	
  
	
  
A	
  par(cipant	
  in	
  any	
  IETF	
  ac(vity	
  is	
  deemed	
  to	
  accept	
  all	
  IETF	
  rules	
  of	
  process,	
  as	
  documented	
  in	
  Best	
  Current	
  
Prac(ces	
  RFCs	
  and	
  IESG	
  Statements.	
  
	
  
A	
  par(cipant	
  in	
  any	
  IETF	
  ac(vity	
  acknowledges	
  that	
  wriRen,	
  audio	
  and	
  video	
  records	
  of	
  mee(ngs	
  may	
  be	
  made	
  
and	
  may	
  be	
  available	
  to	
  the	
  public.	
  



Agenda	
  

•  Introduc(on	
  and	
  Administrivia	
  -­‐	
  Chairs	
  –	
  (15	
  mins	
  )	
  
•  Problem	
  Statement	
  -­‐	
  Diego	
  Lopez	
  –	
  (15	
  mins)	
  
•  ACTN	
  architecture	
  	
  

–  Op(on	
  1	
  -­‐	
  Sergio	
  Beloa	
  –	
  (15	
  mins)	
  
–  Op(on	
  2	
  -­‐	
  Igor	
  Bryskin	
  –	
  (15	
  mins)	
  
–  ACTN	
  architecture	
  Open	
  Discussion	
  –	
  (10	
  mins)	
  

•  Protocols	
  work	
  -­‐	
  Dhruv	
  Dhody	
  –	
  (15	
  mins)	
  
•  Charter	
  Discussion	
  –	
  Chairs	
  –	
  (30	
  mins)	
  
•  Conclusion	
  and	
  Ac(ons	
  –	
  Chairs	
  (5	
  mins)	
  



Purpose	
  and	
  Summary	
  from	
  Toronto	
  

•  This	
  is	
  a	
  WG	
  forming	
  BOF.	
  	
  
•  In	
  Toronto	
  IETF,	
  we	
  had	
  use-­‐case	
  discussions,	
  
all	
  from	
  operators	
  (MicrosoL,	
  Telefonica,	
  CM,	
  
KT,	
  SKT,	
  KDDI).	
  	
  
– Mul(-­‐domain	
  network	
  control/opera(ons	
  	
  
– Virtual	
  Network	
  (VN)	
  opera(on	
  infrastructure	
  to	
  
support	
  new	
  services,	
  consolidate	
  exis(ng	
  services	
  

– Hierarchical	
  control	
  architecture	
  	
  	
  



Relevant	
  DraLs	
  
•  draL-­‐ceccarelli-­‐actn-­‐framework-­‐04	
  Framework	
  for	
  Abstrac(on	
  and	
  Control	
  of	
  Transport	
  Networks	
  

2014-­‐10-­‐20	
  	
  
•  draL-­‐leeking-­‐actn-­‐problem-­‐statement-­‐03	
  Problem	
  Statement	
  for	
  Abstrac(on	
  and	
  Control	
  of	
  

Transport	
  Networks	
  2014-­‐09-­‐29	
  	
  
•  draL-­‐cheng-­‐actn-­‐ptn-­‐requirements-­‐00	
  ACTN	
  Use-­‐cases	
  for	
  Packet	
  Transport	
  Networks	
  in	
  Mobile	
  

Backhaul	
  Networks	
  2014-­‐07-­‐21	
  	
  
•  draL-­‐dhody-­‐actn-­‐poi-­‐use-­‐case-­‐03	
  Packet	
  Op(cal	
  Integra(on	
  (POI)	
  Use	
  Cases	
  for	
  Abstrac(on	
  and	
  

Control	
  of	
  Transport	
  Networks	
  (ACTN)	
  2014-­‐10-­‐14	
  	
  
•  draL-­‐fang-­‐actn-­‐mul(domain-­‐dci-­‐01	
  ACTN	
  Use	
  Case	
  for	
  Mul(-­‐domain	
  Data	
  Center	
  Interconnect	
  

2014-­‐09-­‐29	
  
•  draL-­‐klee-­‐actn-­‐connec(vity-­‐mul(-­‐vendor-­‐domains-­‐01	
  ACTN	
  Use-­‐case	
  for	
  On-­‐demand	
  E2E	
  

Connec(vity	
  Services	
  in	
  Mul(ple	
  Vendor	
  Domain	
  Transport	
  Networks	
  2014-­‐06-­‐24	
  
•  draL-­‐kumaki-­‐actn-­‐mul(tenant-­‐vno-­‐00	
  ACTN	
  :	
  Use	
  case	
  for	
  Mul(	
  Tenant	
  VNO	
  2014-­‐05-­‐29	
  
•  draL-­‐lopez-­‐actn-­‐vno-­‐mul(domains-­‐01	
  ACTN	
  Use-­‐case	
  for	
  Virtual	
  Network	
  Opera(on	
  for	
  Mul(ple	
  

Domains	
  in	
  a	
  Single	
  Operator	
  Network	
  2014-­‐10-­‐27	
  
•  draL-­‐shin-­‐actn-­‐mvno-­‐mul(-­‐domain-­‐00	
  ACTN	
  Use-­‐case	
  for	
  Mobile	
  Virtual	
  Network	
  Opera(on	
  for	
  

Mul(ple	
  Domains	
  in	
  a	
  Single	
  Operator	
  Network	
  2014-­‐06-­‐30	
  
•  draL-­‐xu-­‐actn-­‐perf-­‐dynamic-­‐service-­‐control-­‐02	
  Use	
  Cases	
  and	
  Requirements	
  of	
  Dynamic	
  Service	
  

Control	
  based	
  on	
  Performance	
  Monitoring	
  in	
  ACTN	
  Architecture	
  



Ques(ons	
  
•  What	
  problem	
  are	
  we	
  going	
  to	
  solve?	
  

–  Hopefully	
  well	
  covered	
  by	
  presenta(ons	
  
•  What	
  is	
  the	
  solu(on	
  architecture?	
  

–  We	
  don’t	
  need	
  to	
  give	
  an	
  answer	
  right	
  now	
  

•  Is	
  there	
  protocol	
  work	
  to	
  be	
  done?	
  Scope/Size	
  
–  To	
  be	
  evaluated.	
  Dedicated	
  presenta(on	
  and	
  discussion	
  


