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Purpose	  of	  this	  dra/	  

•  Several	  home	  network	  addressing	  
mechanisms	  require	  iden)fica)on	  of	  
Customer	  Edge	  Router	  (CER)	  

•  One	  such	  mechanism	  is	  Service	  Provider	  edge	  
Router	  Interac)on	  
– hQp://tools.ieU.org/html/dra/-‐winters-‐homenet-‐
sper-‐interac)on-‐01	  

•  Others	  include	  HIPnet	  routers	  and	  RFC-‐7084	  
compliant	  routers	  
	  



CER	  Prefix	  Delega)on	  

/64	  

/64	  
/64	  

/64	  

/64	   /64	  

/64	  

I	  need	  a	  /64	  
I	  need	  a	  /64	  

I	  need	  a	  /64	  

I	  need	  a	  /64	  

/64	  

I	  need	  a	  /64	  

I	  need	  a	  /64	  

I	  need	  a	  /64	  

-‐	  CER	  

-‐	  IR	  

/56	  from	  ISP	  



Example:	  HIPnet	  or	  7084	  Router	  

•  CER	  determines	  that	  it	  is	  the	  CER	  
•  IRs	  determine	  that	  they	  are	  IRs	  	  
•  IRs	  respond	  to	  IA_NA	  requests	  directly	  but	  
relay	  all	  IA_PD	  requests	  “up”	  towards	  root	  of	  
tree	  

•  CER	  responds	  to	  all	  IA_PD	  requests	  



CER	  ID	  via	  DHCPv6	  Op)on	  

•  CER	  could	  be	  iden)fied	  via	  a	  DHCPv6	  op)on	  
•  ISP	  indicates	  that	  it	  isn’t	  the	  CER	  
– By	  sedng	  the	  CER	  ID	  op)on	  to	  ::	  
– By	  not	  returning	  the	  CER	  ID	  op)on	  

•  CER	  iden)fies	  itself	  as	  CER	  and	  populates	  the	  
CER	  ID	  op)on	  with	  its	  IPv6	  address	  

•  Internal	  Routers	  (IRs)	  learn	  the	  CER	  ID	  op)on	  
and	  pass	  it	  to	  other	  IRs	  



CER	  ID	  Op)on	  
   0                   1                   2                   3 
   0 1 2 3 4 5 6 7 8 9 0 1 2 3 4 5 6 7 8 9 0 1 2 3 4 5 6 7 8 9 0 1 
   +-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 
   |       option-code           |      option-len       | 
   +-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 
   |                                                               | 
   |                       CER_ID                      | 
   |                                                               | 
   |                                                               | 
   +-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 

	  	  	  	  	  	  	  	  	  	  	  op)on-‐code	  	  	  	  	  OPTION_CER_ID	  (TBD).	  
	  	  	  	  	  	  	  	  	  	  	  op)on-‐len	  	  	  	  	  	  	  	  	  	  	  	  	  	  16	  

	  CER_ID	  value	  	  	  	  	  	  	  128	  	  (IPv6	  address	  of	  CER)	  



Applicability	  
•  Developed	  along	  with	  
hQp://tools.ieU.org/html/dra/-‐winters-‐
homenet-‐sper-‐interac)on-‐01	  

•  Also	  could	  be	  used	  for	  other	  addressing	  
mechanisms	  that	  require	  CER	  iden)fica)on	  

•  Could	  be	  extended	  to	  include	  other	  
informa)on	  (e.g.	  size	  of	  prefix	  delegated	  by	  
the	  ISP)	  for	  distribu)on	  in	  the	  home	  

•  Hipnet	  and	  RFC-‐7084	  compliant	  Router	  are	  
exis)ng	  clients	  for	  this	  CER	  op)on.	  

	  



CER	  Change	  History	  

•  CER	  proposal	  01	  –	  ini)al	  proposal	  to	  IETF	  

•  CER	  proposal	  02	  –	  added	  security	  features	  for	  
authen)ca)on	  
	  

•  CER	  proposal	  03	  –	  fixed	  text	  inconsistencies	  

•  CER	  proposal	  04	  –	  removed	  security	  features	  



Next	  Steps	  

Looking	  for	  WG	  feedback	  
	  
– Should	  this	  op)on	  be	  extended?	  
	  
– Should	  this	  dra/	  become	  a	  WG	  document?	  


